
STEALTH RESPIRATOR HALF MASK 
FOR A1P3, A2P3 & ABEK1P3 FILTERS
Article number: F14.1.007 - S/M | Article number: F14.1.008 - M/L

Highest filtration efficiency up 
to 99.999 %

Lightweight and compact 
design for a wide field of 
visibility.

Up to 55 % lower breathing 
resistance.

Made of soft latex and silicone 
free material for a reliable 
seal and high comfort.

A1P3 / A2P3 / ABEK1P3 half masks
The mask body of our half mask serves 
as the foundation for flexible respiratory 
protection solutions. Made from skin-
friendly, durable materials, it ensures a 
secure seal and high wearing comfort – 
even during extended use.

Its ergonomic fit and adjustable head 
straps provide a secure fit and easy 
handling. Compatible with various 
filter cartridges, the mask body is 
suitable for use in a wide range of 
work environments. This makes it a 
dependable choice for professionals 
who require both safety and comfort in 
demanding conditions.

Flex filter system, compatible 
with these filters:
· A1P3 Filter
· A2P3 Filter
· ABEK1P3 Filter

Mask Materials
Mask body: Latex and silicone free 
material 
Mask strap: One continuous loop strap 
mechanism for easy adjustment

Filter Materials
Filter technology for lowest breathing 
resistance – less condensation build up

Technical Details

Dimensions
160mm x 115mm x 130mm

Weight
Mask body: 54 g

Certifications
EN140:1998, 
EN14387:2021
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Quick release 
strap

Sample port

Replaceable filter 
(sold seperately)

Face-Fit-Check®

Exhalation 
valve

Anti-allergy 
mask

Filter protection

who require both safety and comfort in 

Dimensions
160mm x 115mm x 130mm

Weight
Mask body: 54 g

Certifications
EN140:1998, 
EN14387:2021



STEALTH RESPIRATOR HALF MASK 
FOR A1P3, A2P3 & ABEK1P3 FILTERS
Article number: F14.2.008 | Article number: F14.2.009 | Article number: F14.2.010

Find the right filter class:
Hazardous substances are 
categorised as either aerosols 
(particles and droplets) or 
gases or vapours. Based on 
this, the substance must be 
classified precisely. In addition, 
the filter class can be indicated 
by various levels (A1P3, A2P3, 
ABEK1P3).

  Gases and vapours of 
  organic compounds
  (boiling point > 65°C)

  Inorganic gases and 
  vapours (e.g. 
  chlorine, hydrogen 
  sulfide, hydrogen 
  cyanide)

  Sulphur dioxide, 
  hydrogen chloride 

  Ammonia and 
  organic ammonia
  derivatives
  
  Protection against 
  particles

Highest filtration efficiency up 
to 99.999 %

Up to 55 % lower breathing 
resistance.

A1P3 filter canisters
A1P2 half mask protects 
against organic gases 
and vapours as well as 
solid and liquid particles. 
It is ideal for working 
environments where both 
gaseous and particulate 
pollutants are present.

Dimensions
Filter: 
110mm x 55mm x 85mm
Assembled mask: 
165mm x 115mm x 130mm

Weight
Mask: 440 g

Certifications
EN14387:2021

A2P3 filter canisters
A2P3 half mask offers 
extended protection 
against organic gases 
and vapours as well as 
harmful and carcinogenic 
particles. This mask is 
particularly suitable for 
working environments 
with high levels of 
pollution.

Dimensions
Filter: 
110mm x 65mm x 85mm
Assembled mask: 
180mm x 115mm x 130mm

Weight
Mask: 490 g

Certifications
EN14387:2021

ABEK1P3 filter canisters
ABEK1P3 half mask offers 
comprehensive protection 
against a wide range 
of pollutants, including 
organic, inorganic and 
acidic gases and vapours, 
as well as harmful 
particles. This mask is 
ideal for complex working 
environments where 
different pollutants are 
present at the same time.

Dimensions
Filter: 
110mm x 65mm x 85mm
Assembled mask: 
180mm x 115mm x 130mm

Weight
Mask: 490 g

Certifications
EN14387:2021
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