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STANLEY LITE PRO FFP3 DUST MASK 
RESPIRATOR – 7-14-DAY SHIFT USE
TECHNICAL DATASHEET
MATERIALS
Face Mask Body: TPE Medical Grade - Silicone & Latex free
Mask Strap: Nylon-Polyester
Mask Valve & Fittings: Silicone / Nylon
HEPAC®- Lite Filter: Synthetic layered composite
Strap Safley Harness: Polypropylene black masterbatch
STANLEY Lite Sport Packaging: Recyclable polybag & paper 
header card

PROTECTION
Breathing System for protection from dusts, mists, fumes 
and micro-organisms e.g. bacteria & viruses.

CERTIFICATION
Tested in Accordance to EN149:2001+A1:2009 - FFP3 R D
Notified Body - lnspec International Limited CE0194

SHELF LIFE
Shelf Life Mask & Filters: 5 years
See storage conditions in Instruction for Use Manual (IFU)
The respirator is a multi-shift disposable for 8+ hour use.
Please refer to IFU for cleaning & re-usability.

PERFORMANCE
(Test conducted by lnspec, results in average)

Penetration test (filtration) at 951 per min

Sodium chloride Limit allowed

0.22% 1%

Breathing Resistance

(in mbar) 30L p min 95L p min

Inhalation Resistance 0.55 2.01t

Limit allowed 1 3

TIL - Total Inward Leakage
(5 exercises done by 1O people with different subjects)

Average results 0.14%

Limit allowed 2%

ORDERING INFORMATION

Code Description

F02.1.002.GB1 Stanley Lite Pro FFP3 Dust Mask
Respirator – 1PK

FEATURES AND BENEFITS
99% + Filtration efficiency - HEPAC®-Lite filter 
technology for highest particulate protection & 
ultra-low breathing resistance - fiberglass free.
Downward facing exhaust valve - no misting or 
steaming of goggles.
Sleek unobtrusive design to accommodate visors, 
helmets, spectacles / goggles & other PPE.
Latex & silcone free - TPE medical grade face seal 
so it can be worn for 8+ hours.
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