
Spin-on cartridges

Type 16. – for Pall Spin-on filters

HE 51485
Edition: 2025-10
Replace: -

Connection: 1 1/2 – 16UN – 2B

Max. operating pressure: 14 bar [203 psi]

Ordering information

Spin-on cartridge

Spin-on cartridge

01 Design 16

Nominal size

02 According to Hengst standard 7400

7500

Length

03 4 inches R

8 inches S

Generation

04 Component series 20 … 29 (20 … 29: unchanged installation and connection dimensions) 2X

Filter material

05 Glass fiber material (not cleanable, absolut ISO16889) ß10 ≥ 200

Glass fiber material (not cleanable, absolut ISO16889) ß25 ≥ 100

H10V7

H20V8

Differential pressure

06 Max. permissible differential pressure of the Spin-on cartridge 4 bar [58 psi] S00

Bypass valve

07 Without bypass valve 0

Seal

08 NBR seal M

01 02 03 04 05 06 07 08

16. 7400 / R - 2X / H20V8 - S00 - 0 - M
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Dimensions:
(Dimensions in mm [in])

Delivery program:

Material no. Type code

1057851B 16.7400/R-2X/H20V8-S00-0-M

1057853B 16.7500/R-2X/H10V7-S00-0-M

1057852B 16.7500/R-2X/H20V8-S00-0-M

1057854B 16.7500/S-2X/H10V7-S00-0-M
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