HENoS|

Spin-on cartridges

HE 51480

FILTRATION

Edition: 2025-10

Type 8/I . Replace: -

P Connection: M42x2

Ordering information
Spin-on cartridge
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Spin-on cartridge

» Max. operating pressure: 12 bar [174 psi]

| 01 | Design | 81 |
Nominal size

| 02 |Accordingto Hengst standard | 90 |
Generation

| 03 | Component series 20 ... 29 (20 ... 29: unchanged installation and connection dimensions) | 2X |
Filter material

| 04 | Glass fiber material (non-cleanable, absolutely ISO16889) 320 = 200 | H20V8 |
Differential pressure

| 05 | Max. permissible differential pressure of the replacement cartridge 4 bar [58 psi] | S00 |
Bypass valve

| 06 | Without bypass valve | o |
Seal

| 07 | NBR seal | M|

Hengst Filtration GmbH, HE 51480, Edition: 2025-10



Delivery program:

Material no.

Type code

1057855B

81.90-2X/H20V8-S00-0-M

Dimensions:

(Dimensions in mm [in])

(0}

(@ ()

Typ

B

@C

D

81.90-2X

M42x2

129 [5.08]

126,5 [4.98]

180 [7.09]

Hengst Filtration GmbH
Hardtwaldstr. 43

68775 Ketsch, Germany
Phone +49 (0) 62 02 /6 03-0
hydraulicfilter@hengst.de
www.hengst.com

© This document, as well as the data, specifications and other information

set forth in it, are the exclusive property of Hengst Filtration GmbH. It may not
be reproduced or given to third parties without consent of Hengst Filtration
GmbH. The data specified above only serve to describe the product. No
statements concerning a certain condition or suitability for a certain application
can be derived from our information. The information given does not release the
user from the obligation of own judgment and verification. It must be
remembered that our products are subject to a natural process of wear and

aging.
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