
 

Installation instructions for the replacement kit 
screw-in maintenance indicator of the "E" series 

 (!G1/2" EPE version!)  

 
 

 

 

 

 

 

 

 

 

 

 

 

In the course of harmonizing the maintenance indicator product portfolio, some 
maintenance indicators have been discontinued. As an alternative, a replacement kit 
is offered for these discontinued maintenance indicators. 

  



 

 

A replacement kit contains the following components: 

 

 One adapter (1) G ½" EPE version to M20x1.5. 
 One optical maintenance indicator (2) from the standard program. 
 In case of an originally electrical maintenance indicator, an electrical 

switching element (3) from the standard program 
 Optionally a cable socket M12x1 (4) 

 

 

Abb. 1 

 

  



Replacing the old "E" series maintenance indicator with the replacement kit: 

 

Disassembly of the old maintenance indicator: 

a. Take the system out of operation. 
b. Loosen the cable socket (if present) 
c. Loosen and remove the screwed-in maintenance indicator. 

 

Install the replacement kit shown in Fig.1: 

d. Mounting of the adapter (1);  
 max. tightening torque MA max. = 50 Nm [36.88 lb-ft]. 

e. Assembly of the mechanical-optical maintenance indicator (2) 
 max. tightening torque MA max. = 50 Nm [36.88 lb-ft]. 

 
f. Mounting of the electrical switching element (3) with supplied locking ring  

 with M12x1 connector  
 with rectangular plug connection EN175301-803  

g. Optional: M12x1 cable socket with screw connection (4)   

 

An overview of our maintenance indicators can be found in data sheet RE51450 

 

Dimension: 

 


